JEEPERMAN

SKINDZZ & BLIMPERS

JUBS Rocker Installation Instructions

It would be in recommended to read these instructions, in their émety, BEFORE
starting the installation. There are a couple steps that need to be follodexactly or
you will have problems. If you are uncomfortable with this, please e-mail or daus

for help or seek a qualified professional installer.

Installation time: Approx. 3 Hours

Tools Required:
Electric Drill
3/8 Drill Bit
17/32 Drill Bit (MUST BE EXACT!)
#4 Phillips Screwdriver Bit
10MM Socket or Wrench
1/2" Socket
9/16 Wrench
3/8 Drive Ratchet
1/4 Drive Ratchet
Two or Three C-Clamps
Floor Jack and Some Wood
Safety Glasses
Assembly oil or light grease for lubrication
A helper will come in handy, but in a pinch they can be installed solo.

Please make sure that all hardware is present. If there is somatly missing, please
e-mail or call us ASAP!

Included Hardware:
24 - 5/16 Countersunk Phillips Screws
4 — 5/16 Grade 8 Bolts
16 — 5/16 RivNuts (14 are required 97-02, 16 required on 03+)
18 — 5/16 Washers
14 — 5/16 Nuts
1 — 5/16 rivnut tool



Step One— Vehicle Prep: Remove the stock fender flare extensions (if they ammnstill
there). Using a 10MM socket, remove the last 3 fender flare bolts from the fndet fe

and the first 2 from the rear. Move the wiring harness from the inside of the tub, no need
to remove it, just get it out of the way. Prep any pre-existing damage to deter further
rusting.

Step Two— Test Fit and Pre Load: Put the rocker on the jeep, center it side to side and
clamp the sides with your c-clamps . . . be careful not to cover any holes on the side. The
front edge of the rocker guard should be flush with the front fender sheet metal. Take
your floor jack and some wood and jack up on the bottom of the guard (see picture).
Don't jack the jeep off the ground, just enough so its starts to raise the jeep.

*NOTE* The procedure above is called “preloading” and is an essential part of an
effective rocker guard system. By doing this you virtually eliminate gaps betivee

rocker and the guard. The rocker is now as close to being part of the tub as possible. If
this procedure is not followed you may cause more harm then good. Please follow them.
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Step Three— Drilling: Wear your safety glasses. Using a 3/8-drill bit, drill through all

the holes on the side and underneath . . . be careful not to drill into any wires or other
stuff on the inside of the tub. On the last hole (last 2 holes on 03+) be careful not to drill
too far, as the bit may catch on the other side and break the bit off. On the underside,
only drill through the first layer of the tub, DO NQ@IFill through the second layer and

into the passenger compartment.

*NOTE® for the next step a 17/32drill bit MUST be used, 1/2” will not work.



Step Four— Final Drilling: Remove the rocker guard from the jeep. Take your 17/32nds
drill bit and drill out the rear most hole (along the side), at the rear flandd3®the last

2 holes need to be drilled to 17/32nds. On all 97+ TJ's, drill tHeo on the side to
17/32nds (under the word “Jeep”). On the underside, all 5 holes need to be drilled to
17/32nds. Debur, prime and prep the holes to remove obstructions to the backing plate
and prevent rust.

Step Five— RivNuts: This part can be a little tricky. Apply some assembly oil or light
grease to the rivnut tool for each rivnut installation. Assemble your 5/16-rivnidrtdol
install rivnut (See Picture).

Insert the rivnut and tool into the 17/32nds hole (See Picture). Please todiesy
instructions. If the rivnuts are not installed correctly, you will have a halkine fixing
them.




Hold the wrench in place while turning the ratchet. (See Picture)

*Hold the tool as straight as possible. *

When tightening the bolt you will have to use some force to start the collapse of the
rivnut, after the initial collapse you will feel it getting easy. When theldlmdbomes hard
to turn, the rivnut is collapsed and SHOULD NOT be tightened anymore. When the
rivnut it fully collapsed, remove the tool and move to the next hole.

On 97-02 TJ'’s the'8side hole, and last side hole, takes a rivnut. On 03+%Is&lad
hole, and the last 2 side holes, take one.

Step Six— Final Installation: Re-install the rocker guard as per Step Two. Line up the
holes and start installing the 5/16-side hardware into the backing plate, using the #4



Phillips bit. The easiest way of doing this is by starting in the middle. Get one scre
started, but loose, and then move onto the next one. Leave all the screws loose until they
are all in place. Once the sides are all in, take your jack and wood and jack updime bott

of the rocker. Install the 5/16 screws along the underside, using the #4 Phillips bit, and
5/16 bolts on the underside, using the 1/2” socket. Once all the screws are in place, go
back and tighten them all down. Now reinstall the 10mm flare bolts.

All the steps are the same for both sides.

If you have any comments, concerns or questions about these or any other product, please
e-mail: Jeeperman@raingler.coon call us at: 303.523.1776.




